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Alternators

DXA481 12 Volt 85 Amp

To suit:Daewoo Cielo Can Use:
EngineG15MF 9/1995-6/1998

Adj.Hole Piv.Lug  Ad.Hole Piv.lug Length Pulley Shaft
Dia. Hole Dia. to Piv. Hole  Length Ft.to Ft. Section Dia.

M8 x 1.0mm 8.2mm 165mm 80mm 5PV 17mm
DXA489 12 Volt 85 Amp
New
To suit:Daewoo Espero Can Use:

EngineC20JE

Adj Hole Piv.Lug  Adj.Hole Piv.lug Length Pulley Shaft

Dia. Hole Dia. to Piv. Hole  Length Ft.to Ft. Section Dia.
M8 10.2mm 156mm 51mm 5PV 17mm
DXA490 12 Volt 85 Amp
o
To suit:Daewoo Cielo Can Use:

EngineG15MF 9/1995-6/1998

Adj Hole Piv.Lug  Adj.Hole Piv.lug Length Pulley Shaft
Dia.  HoleDia. toPiv.Hole Length FttoFt Secton Dia.

M8 8.2mm 165mm 80mm 5PV 17mm
DXA491 12 Volt 85 Amp
New
To suit:Daewoo Nubira Can Use:

EngineA16DMS

Adj. Hole  Piv.Lug  Adj. Hole  Piv.Lug Length Pulley Shaft

Dia. Hole Dia. to Piv. Hole  Length Ft.to Ft. Section Dia.
M8 8.2mm 165mm 80mm 6PV 17mm
DXA492 12 Volt 85 Amp
o
To suit:Daewoo Nubira, Tacuma Can Use:

EngineX20SED, C20SED

Adj Hole Piv.Lug  Adj.Hole Piv.lug Length Pulley Shaft
Dia.  HoleDia. toPiv.Hole Length FttoFt Secton Dia.

M8 10.4mm 184mm 57mm 6PV 17mm
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Plug CodelR23

Plug CodelR23

DXA495

To suit:Daewoo Musso
EngineOM66R 2.9L Turbo Diesel

Adj. Hole Piv.Lug  Adj. Hole  Piv. Lug
Dia. Hole Dia. to Piv. Hole  Length

12 Volt 75 Amp

Can Use:

Length Pulley  Shaft
Ft.to Ft. Section Dia.

10.2mm 102mm 156mm 56mm.

DXA503

To suitHolden Astra TR, Calibra, Barina SB
Engine:

Adj.Hole Piv.Lug  Adj.Hole  Piv. Lug
Dia.  HoleDia. toPiv. Hole Length

6PV 17mm

12 Volt 100 Amp

Can Use:
BXH1262A

Length Pulley Shaft
Ft.to Ft. Section Dia.

MBx125mm  102mm 185mm

DXA504

To suitHolden Suburban
EngineV8 5.7L, 6.5L, 7.4L

Adj.Hole Piv.Lug  Adj.Hole  Piv. Lug
Dia.  HoleDia. toPiv. Hole —Length

s8mm 6PV 17mm

12 Volt 105 Amp

Can Use:

Length Pulley Shaft
Ft.to Ft. Section Dia.

10mm 10mm 140mm simm

DXA505

To suit:Chevrolet / Hyster Applications
EngineV8 5.7L, 6.5L

Adj. Hole  Piv.Lug  Adj.Hole  Piv. Lug
Dia.  HoleDia. toPiv. Hole Length

6PV 17mm

12 Volt 105 Amp

Can Use:

Length Pulley  Shaft
Ft.toFt. Section Dia.

M8x125mm  10mm 131mm 51mm

DXA506

To suitChevrolet / GMC Applications
Enginev8 5.7L

Adj.Hole Piv.Lug  Adj.Hole  Piv. Lug
Dia.  HoleDia. toPiv. Hole Length

6PV 17mm

12 Volt 100 Amp

Can Use:

Length Pulley Shaft
Ft.to Ft. Section Dia.

MBx125mm  10mm 170mm 51mm

5PV 17mm

Alternators

Plug CodetR23

Plug CodelR51

Plug CodetR24

Plug CodetR24
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Alternators

19020707 12 Volt 50 Amp

To suitMercury Marine Can Use:
Engine

58l

Environmentally Coated

Adj. Hole Piv.Lug  Adj. Hole  Piv.Lug Length Pulley Shaft
Di Hole Dia. toPiv. Hole Length  Ft toFt Section Dia.

10mm 10mm 154mm 52mm 4PV 17mm
19020612 12 Volt 70 Amp
Now
To suit:Mercury Marine Can Use:
Engine:
7SI

Environmentally Coated

Adj.Hole Piv.Lug  Ad.Hole Piv.lug Length Pulley Shaft
Dia. Hole Dia. to Piv. Hole  Length Ft.to Ft. Section Dia.

6.5mm gmm 157mm 16.5mm 615mm 6PV 17mm

DXA9101 24 Volt 40 Amp

To suitLH.C. Can Use:
Engine:
1081

Adj Hole Piv.Lug  Adj.Hole Piv.lug Length Pulley Shaft
Dia. Hole Dia. toPiv. Hole Length  Ft.to Ft. Section Dia.

M8 x 1.25mm 10mm 167mm 51mm AA 17mm
DXA9102 12 Volt 72 Amp
Now

To suitVarious Agricultural Equipment Can Use:

Engine: DXA9127

10sI

Adj. Hole  Piv.Lug  Adj. Hole  Piv.Lug Length Pulley Shaft
Dia. Hole Dia. toPiv. Hole Length  Ft toFt. Section Dia.

gmm 10mm 168mm 51mm AA 17mm

DXA9127 12 Volt 90 Amp

To suit1.H.C / Clark Equipment Can Use:
Engine
108

Adj Hole Piv.Lug  Adj.Hole Piv.lug Length Pulley Shaft
Dia.  HoleDia. toPiv.Hole Length FttoFt Secton Dia.

8mm 10mm 166mm s1mm A 17mm
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Plug CodelRad

%

Plug CodelRad

DXA9104

To suitVarious Agricultural Equipment
Engine:
1551

Adj. Hole Piv.Lug  Adj. Hole  Piv. Lug
Dia. Hole Dia. to Piv. Hole  Length

12 Volt 105 Amp

Can Use:

Length Pulley Shaft
Ft.to Ft. Section Dia.

smm 10mm 184mm s1mm

DXA9106

A 17mm

24 Volt 45 Amp

o suit1.H.C. / Allis Chalmers / Caterpillar Equipmen@an Use:

Engine:
Brushless
201

Adj. Hole Piv.Lug  Adj. Hole  Piv. Lug
Dia. Hole Dia. to Piv. Hole  Length

Length Pulley Shaft
Ft.to Ft. Section Dia.

12 UNC 13mm 198mm

DXA9105

To suit:l.H.C., Massey Ferguson Equipment
Engine:

Brushless

208!

Adj.Hole Piv.Lug  Adj.Hole  Piv. Lug
Dia.  HoleDia. toPiv. Hole —Length

101mm 22mm

12 Volt 60 Amp

Can Use:

Length Pulley Shaft
Ft.to Ft. Section Dia.

12 UNC 13mm 198mm

19010200

To suit:Various Agricultural Applications
Engine:

218l

Unit fitted with trash screen

Adj. Hole  Piv.Lug  Adj.Hole  Piv. Lug
Dia.  HoleDia. toPiv. Hole Length

101mm 22mm

24 Volt 70 Amp

Can Use:
DXA9108
19011153
101211-8340
110-806

Length Pulley  Shaft
Ft.to Ft. Section Dia.

12 UNC 13mm 198mm

DXA9108

To suit:Cummins
Engine:
2181

Adj.Hole Piv.Lug  Adj.Hole  Piv. Lug
Dia.  HoleDia. toPiv. Hole Length

101mm 22mm

24 \Volt 70 Amp

Can Use:
19011153
19010200
101211-8340
110-806

Length Pulley Shaft
Ft.to Ft. Section Dia.

L2 UNC 13mm 198mm

101mm 22mm

Alternators
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Alternators

DXA9107

EngineVarious
2181

Adj. Hole  Piv.Lug  Adj. Hole  Piv. Lug
Dia. Hole Dia. to Piv. Hole  Length

12 Volt 160 Amp

To suitFreightliner / Kenworth / Mack Applications Can Use:

8600126
110-555JHO
101211-8120

Length Pulley ~Shaft
Ft.to Ft. Section Dia.

12UNC 13mm 198mm

19020309

New

To suitUniversal Applications
EngineVarious

2281

Adj. Hole  Piv.Lug  Adj. Hole  Piv. Lug
Dia.  HoleDia. toPiv.Hole Length

101mm 22mm

12 Volt 130 Amp

Can Use:
DXA9107
110-555JHO
101211-8120
DXA9109

Length Pulley ~Shaft
Ft.to Ft. Section Dia.

12UNC 13mm 108mm

DXA9109

To suitFreightiiner / Kenworth / Mack
Engine:
2251

Adj. Hole Piv.Lug  Adj. Hole  Piv. Lug
Di Hole Dia. to Piv. Hole ~ Length

101mm 22mm

12 Volt 130 Amp

Can Use:
19020309
110-555JHO
101211-8120
DXA9107

Length Pulley ~Shaft
Ft.to Ft. Section Dia.

12UNC 13mm 198mm

DXA9111
New

To suitUniversal
Engine:

Brushless

235

Adj.Hole Piv.Lug  Adj.Hole  Piv. Lug
Dia.  Hole Dia. toPiv.Hole Length

101mm 22mm

12 Volt 145 Amp

Can Use:

Length Pulley ~ Shaft
Ft.to Ft. Section Dia.

V2UNC 13mm 198mm

DXA9112

To suitVarious Agricultural Equipment
Engine:

Brushless

23|

Adj. Hole Piv.Lug  Adj. Hole  Piv. Lug
Dia.  Hole Dia. toPiv.Hole Length

101mm 22mm

24 \Volt 75 Amp

Can Use:
101211-8340

Length Pulley Shaft
Ft.to Ft. Section Dia.

12UNC 13mm 198mm

101mm 22mm
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8600143

To suitUniversal Applications
EngineVarious
24|

Adj. Hole Piv.Lug  Adj. Hole  Piv. Lug
Di Hole Dia. to Piv. Hole  Length

12 Volt 160 Amp

Can Use:

Length Pulley  Shaft
Ft.to Ft. Section Dia.

12 UNC 13mm 190mm 8omm

8600142

New

To suitUniversal Applications
EngineVarious

2481

Adj.Hole Piv.Lug  Adj.Hole  Piv. Lug
Dia.  HoleDia. toPiv. Hole Length

109mm 22mm

12 Volt 160 Amp

Can Use:

Length Pulley Shaft
Ft.to Ft. Section Dia.

12 UNC 12mm 198mm

DXA9115

To suit:Caterpillar / Cummins Mining Equipment
Engine:

Designed for Harsh Environments

25|

Brushless

Adj.Hole Piv.Lug  Adj.Hole  Piv. Lug
Dia.  HoleDia. toPiv. Hole —Length

101mm 22mm

24 \Volt 100 Amp

Can Use:

Length Pulley Shaft
Ft.to Ft. Section Dia.

1/21UNC 13mm 198mm

DXA9114

To suitFreightliner / Kenworth / Mack Applications
EngineVarious

Designed for Harsh Environments

2581

Brushless

Adj. Hole  Piv.Lug  Adj.Hole  Piv. Lug
Dia.  HoleDia. toPiv. Hole Length

101mm 22mm

12 Volt 95 Amp

Can Use:

Length Pulley  Shaft
Ft.toFt. Section Dia.

12 UNC 13mm 198mm

DXA9118

To suit:Various Agricultural Equipment
Engine:
2758l

Adj.Hole Piv.Lug  Adj.Hole  Piv. Lug
Dia.  HoleDia. toPiv. Hole Length

101mm 22mm

24 \Volt 65 Amp

Can Use:
110-446
19011153
DXA9122
101211-8340

Length Pulley Shaft
Ft.to Ft. Section Dia.

V2 UNC 13mm 215mm

101mm 22mm

Alternators
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Alternators

DXA9116

To suitVarious Agricultural Equipment
Engine
2781

Adj. Hole Piv.Lug  Adj. Hole  Piv. Lug
Dia. Hole Dia. to Piv. Hole  Length

12 Volt 100 Amp

Can Use:
110-450

101211-8120

Length Pulley ~Shaft
Ft.to Ft. Section Dia.

12UNC 13mm 215mm

DXA9117

New

To suitVarious Agricultural Equipment
Engine:

Totally enclosed for harsh environments
271

Adj. Hole  Piv.Lug  Adj. Hole  Piv. Lug
Dia. Hole Dia. to Piv. Hole  Length

101mm 22mm

24 Volt 40 Amp

Can Use:

DXA9118, DXA9122,
110-446, 110-469
101211-8340
1910053

Length Pulley ~Shaft
Ft.to Ft. Section Dia.

V2UNC 13mm 215mm

8600313

To suitFreightiiner / Kenworth / Mack
Engine:
28I

Adj. Hole Piv.Lug  Adj. Hole  Piv. Lug
Dia. Hole Dia. to Piv. Hole ~ Length

101mm 22mm

12 Volt 200 Amp

Can Use:

Length Pulley ~Shaft
Ft.to Ft. Section Dia.

12UNC 13mm 198mm

8600314
New

To suitUniversal
Engine:

28I

Adj. Hole Piv.Lug  Adj.Hole  Piv. Lug
Dia. Hole Dia. to Piv. Hole ~ Length

101mm 22mm

12 Volt 200 Amp

Can Use:

Length Pulley ~ Shaft
Ft.to Ft. Section Dia.

13mm 13mm 190mm 8omm

8600315

To suitUniversal
Engine:
28I

Adj. Hole Piv.Lug  Adj. Hole  Piv. Lug
Dia.  Hole Dia. toPiv.Hole Length

109mm 22mm

12 Volt 160 Amp

Can Use:
8600314

Length Pulley ~Shaft
Ft.to Ft. Section Dia.

13mm 13mm 190mm 80mm

109mm 22mm
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8600312

To suit:Universal
Engine:

Short Mount (198mm)
28s1

Adj. Hole Piv.Lug  Adj. Hole  Piv. Lug
Di Hole Dia. to Piv. Hole  Length

12 Volt 160 Amp

Can Use:
8600223

8600313

Length Pulley Shaft
Ft.to Ft. Section Dia.

L2 UNC 13mm 198mm

8600308

New

To suitUniversal
Engine:

Long Mount (216mm)
28l

Adj. Hole Piv.Lug  Adj. Hole  Piv. Lug
Dia. Hole Dia. to Piv. Hole  Length

101mm 22mm

12 Volt 160 Amp

Can Use:

Length Pulley Shaft
Ft.to Ft. Section Dia.

12 UNC 13mm 216mm

8600223

To suit:Universal
Engine:
28I

Adj.Hole Piv.Lug  Adj.Hole  Piv. Lug
Dia.  HoleDia. toPiv. Hole —Length

101mm 22mm

12 Volt 180 Amp

Can Use:
8600313

Length Pulley Shaft
Ft.to Ft. Section Dia.

12 UNC 13mm 198mm

DXA9119

To suitKenworth / Mack / Western Star
Engine:

Brushless

308!

Adj. Hole  Piv.Lug  Adj.Hole  Piv. Lug
Dia.  HoleDia. toPiv. Hole Length

101mm 22mm

12 Volt 105 Amp

Can Use:
19011229

DXA9121
101211-8120

Length Pulley  Shaft
Ft.to Ft. Section Dia.

12 UNC 13mm 198mm

DXA9120

To suit:Caterpillar / Cummins Mining Equipment
Engine:

Brushless

308

Adj.Hole Piv.Lug  Adj.Hole  Piv. Lug
Dia. Hole Dia. to Piv. Hole  Length

101mm 22mm

24 \Volt 100 Amp

Can Use:
19011153
DXA9122
101211-8340
110-806

Length Pulley Shaft
Ft.to Ft. Section Dia.

L2 UNC 13mm 198mm

101mm 22mm

Alternators
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Alternators

DXA9121

To suitFreightiiner / Kenworth / Mack
Engine:

Brushless

335

Adj. Hole  Piv.Lug  Adj. Hole  Piv. Lug
Di Hole Dia. to Piv. Hole  Length

12 Volt 135 Amp

Can Use:
19011229

101211-8120

Length Pulley ~Shaft
Ft.to Ft. Section Dia.

12UNC 13mm 198mm

DXA9122

To suitMining Equipment
Engine:
Brushless

338I

Adj. Hole  Piv.Lug  Adj. Hole  Piv. Lug
Dia. Hole Dia. to Piv. Hole  Length

101mm 22mm

24 Volt 100 Amp

Can Use:
19011153

101211-8340
110-806

Length Pulley ~Shaft
Ft.to Ft. Section Dia.

U2UNC 13mm 108mm

19011153

To suitUniversal
Engine:
Brushless

335

Adj. Hole Piv.Lug  Adj. Hole  Piv. Lug
Dia.  HoleDia. toPiv.Hole Length

101mm 22mm

24 Volt 100 Amp

Can Use:
DXA9122

101211-8340
110-806

Length Pulley ~Shaft
Ft.to Ft. Section Dia.

12UNC 13mm 198mm

DXA9123

To suit:Detroit / Cummins Mining Equipment
Engine:

Brushless

3481

Adj. Hole Piv.Lug  Adj. Hole  Piv. Lug
Dia.  HoleDia. toPiv.Hole —Length

101mm 22mm

12 Volt 135 Amp

Can Use:
19011244

8600125

Length Pulley ~ Shaft
Ft.to Ft. Section Dia.

12UNC 13mm 198mm

DXA9124

To suit:Late Model Detroit Series 60 Engines
Engine:

Brushless

345l Pad

Adj. Hole Piv.Lug  Adj. Hole  Piv. Lug
Dia.  HoleDia. toPiv.Hole Length

101mm 22mm

12 Volt 135 Amp

Can Use:
19011177

8600127

Length Pulley Shaft
Ft.to Ft. Section Dia.

13mm 13mm 190mm 8omm

125mm 22mm
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DXA9125

To suit:Late Model Detroit Series 60 Engines
Engine:

Brushless

3451 Pad

Adj. Hole Piv.Lug  Adj. Hole  Piv. Lug
Dia. Hole Dia. to Piv. Hole  Length

Alternators

24 \olt 75 Amp

Can Use:
8600232

11/25mm  11/12mm 190mm 8omm

19011168

To suitUniversal
Engine:
Brushless

34 S| Quad

Adj.Hole Piv.Lug  Adj. Hole  Piv. Lug
Dia. Hole Dia. to Piv. Hole  Length

Length Pulley  Shaft
Ft.to Ft. Section Dia.
126mm 22mm
24 Volt 100 Amp
Can Use:
8600110
DXA9126

Length Pulley Shaft
Ft.to Ft. Section Dia.

12 UNC 13mm 198mm

DXA9126

To suitKenworth / Mack / Western Star
Engine:

Brushless

34 SI Quad Mount

Adj.Hole Piv.Lug  Adj.Hole  Piv. Lug
Dia.  HoleDia. toPiv. Hole —Length

101mm 22mm

24 Volt 100 Amp

Can Use:
19011168

8600110

Length Pulley Shaft
Ft.to Ft. Section Dia.

12 UNC 13mm 198mm

8600232

To suitUniversal
Engine:
Brushless

36 Sl Pad

Adj.Hole Piv.Lug  Adj.Hole  Piv. Lug
Dia.  Hole Dia. toPiv.Hole ~Length

101mm 22mm

24 Volt 105 Amp

Can Use:

Length Pulley Shaft
Ft.to Ft. Section Dia.

13mm 13mm 190mm 8omm

8600126

To suit:Universal
Engine:
Brushless

36!

Adj.Hole Piv.Lug  Adj.Hole  Piv. Lug
Dia.  HoleDia. toPiv. Hole Length

126mm 22mm

12 Volt 170 Amp

Can Use:

Length Pulley Shaft
Ft.to Ft. Section Dia.

V2 UNC 13mm 198mm

101mm 22mm
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Alternators

8600127

To suit.Late Model Detroit Series 60 Engines
Engine:

Brushless, Temp rated o 125°C

36 SI Pad

Adj. Hole Piv.Lug  Adj. Hole  Piv. Lug
Di Hole Dia. to Piv. Hole  Length

12 Volt 170 Amp

Can Use:

Length Pulley ~Shaft
Ft.to Ft. Section Dia.

13mm 13mm 190mm 8omm

8600125

To suit.Late Kenworth / Mack / Western Star
Engine:

Brushless, Temp rated to 105°C

36 SI Quad Mount

Adj. Hole  Piv.Lug  Adj. Hole  Piv. Lug
Dia. Hole Dia. to Piv. Hole  Length

126mm 22mm

12 Volt 170 Amp

Can Use:

Length Pulley ~Shaft
Ft.to Ft. Section Dia.

12UNC 13mm 198mm

8600110

To suitDetroit / Cummins Mining Equipment
Engine:

Brushless, Temp rated to 125°C

36 S Quad Mount

101mm 22mm

24 \Volt 95 Amp

Can Use:
DXA9126

19011168

Adj.Hole Piv.Lug  Ad.Hole Piv.lug Length Pulley Shaft
Dia. Hole Dia. to Piv. Hole  Length Ft.to Ft. Section Dia.

12UNC 13mm 198mm 101mm 22mm
To suit: Can Use:
Engine:

Adj. Hole Piv.Lug  Adj. Hole  Piv.Lug Length Pulley Shaft
Dia. Hole Dia. toPiv. Hole Length  Ft.to Ft. Section Dia.

To suit: Can Use:
Engine:

Adj.Hole Piv.Lug  Ad.Hole Piv.lug Length Pulley Shaft
Dia. Hole Dia. to Piv. Hole  Length Ft.to Ft. Section Dia.
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Plug Code:

Plug Code:

5’?)!@ &A
Alternator:

1180 HINGE MOUNRS, +16,-83?,IS)KITC$$"OCU!
J180 QUAD MOUR, +16,-832,|S)KITC$$"0QU!
PAD MOUNHES, +16,-83?,IS)KITC$$"O#U

@&AL(' -7(=5,((1/50,-1/0)-1

1>,52)!@,&AIBCEDIONV, (!

10=,1BC6DIE: 4531210=1317-
I0)4/AL(, 1231, (GY(1=32=1/("OQXYIMIOQ#X;

3:
714 ~1)11,010,&,-/07- 1!

>57)!@ &AIBCEDIE; 1)0!)15A14,538 -(11)+ 751" #3196 () LI
701/5(013(14,(321,410)4,538,1$1%& (101, 1231,1345, GI&/V31210=
*)-1)(01"532/03)1(1/1418)2/03)1(KIBCEDIE:12)&, (1+30:
110,(0/&,1010)!30(1(7',-3)-14,(321GY'*)-&/1?,GI/14147-/:3530AK

(!
10-1/517)&)1,10(!

Features and Benefits

1 HBI968 (1) 1)+, 1" $1%&(1/01,1231,1345,

10=134,/51/50,-110):, &3781<-
111,90,14,41+/-/10AG!!

,((1>,(32114,538,-(15)12153* 1/14!)'03&3(,(!!,-*)-&/1?,
| @722,414,(3211/:5,10)1+30=(0/141=32=183:-/03)1!/141= /BAL:, 5015)/4(

)AG! ! 67-3)-14,(32110)/(7-838,131,90- &,1714,-1:)11,010,&'-/07-,1,183-)1&,10(

1)5)2AC

1 95512,1731,1>,52)!@ &AIBCBDIE;/50,-1/0)-(1* /07 @&)0‘61(}:‘07
Specifications 1 )'03&3(312!:/00,-Al(0/0,
1+-)-&/12,)70°70! "#81968(1IOIS0GH Remote Sense Technology
! 19&(1/01,1231,1345,
,8)0.16, 5)2A1(,1(,(10=,1)50/2,15,8,6//010=1:/00,-3, (/141437 (0(t
[/93&781(, 41 "$G$$$1950,-1/0)-1@;[12)10317)7(! 150,-1/0)-)70'701122)-43125AKI56143-,2012) 1L, 203) Li-)&10, /50,-1/0)-L (¥)7-0=
! "0G$$$!%50,-1/0)-1@;[!D10,-&300,10! /00,-3,(+)834,(1=32=5A1/227-/0,11)50/2,!- /4312(!/141) 03&3(,(1
100-AL(0/0,117=1-2,I@MBI3(/L1)03)L/514,/07- )11:-7(=5, (50, LI0)-18)4,5(N!
@)0/03)1! Y5)?V43())-12)710,-25)2V+3(! OB6DG!BB6DG!BPEDG!BQED!E;/14!BCEDIEK
H&'-107-153&30(1 PS\IY1)-1P$\IZ1/&:3, 10IR[3LUN .
! “OQUY!)-I0Q#IZY/&:3, 10IR[/9U! With Remmiote Sense
@,8)0,16,1(,1H,2=1)5)2A1(,1(,(10=1)50/2.15 8 51/010=, 1:/00,-3, (/141/437(0(t
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