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Dia.
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MXS201
New

Dry Clutch

Mitsubishi / Hyundai Applications
4 cyl 4G32, 4G37, 4G53, 4G54 Petrol

190.5mm M10 x 1.25mm 105mm 77mm 28mm 17mm

12 Volt 0.9 kW 8Th/CW

MXS205
New

Dry Clutch

Mazda RX2, RX3, RX4, RX5, RX7
12A, 13B Rotary

245mm 11mm 140mm 67mm 28mm 44mm

12 Volt 1.2 kW 8Th/CCW

RXS208
Remanufactured

Nippon Denso version interchangeable
Dry Clutch

Ford Courier, Econovan,
121, 626, 808, 929 4 cyl NA, TC, VC Petrol

20.5mm M10 x 1.25mm 105mm 74mm 29mm 20mm

12 Volt 1 kW 9Th/CW

RXS209
Remanufactured

Dry Clutch

Mazda Bongo
4 cyl TC, UC, VC Petrol

225mm 11mm 105mm 74mm 28mm 15.5mm

MXS350

12Volt 0.7 kW 8Th/CW

MXS211
New

Dry Clutch

Ford / Mazda Applications
4 cyl S2 Diesel

240mm M10 / 13mm 132 x 85 x 80mm 90mm 40mm 41mm

12 Volt 2 kW 13Th/CW
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MXS212
New

Dry Clutch

Mitsubishi Forklifts FG10, 14, 15, 20, 25, 30
4 cyl 4G52, 4G53, 4G53 Petrol

212mm 11.5mm 105mm 77mm 28mm 18mm

12 Volt 1.4 kW 8Th/CW

MXS213
New

Dry Clutch

Ford, / Mazda Applications
B3, B5, B6, FE Petrol

198mm 12 / M10 x 1.25mm 110 x 78 x 78mm 74mm 28mm 15mm

MXS313

12 Volt 0.9 kW 8Th/CW

MXS214
New

Dry Clutch
Interchangeable with 13Th unit

Mitsubishi Pajero / Fuso Applications
4 cyl 4D55, 4D56 Diesel, 4D55-T 4D56-T

241mm M10mm 105mm 77mm 32mm 3mm

12 Volt 2 kW 10Th/CW

MXS215
New

Dry Clutch
Interchangeable with 9Th units

Nissan Applications
4 cyl Z16, Z20P, Z20S Petrol

195mm 10mm 110mm 82mm 28mm 8mm

12 Volt 0.8 kW 8Th/CW

MXS216
New

A15S, A125, H20S Petrol
Dry Clutch

Nissan 120Y, N10 Pulsar, Sunny
4 cyl A12A, A13, A14, A15,

219mm 11mm 106mm 70mm 29mm 12mm

RXS216

12 Volt 1.4 kW 8Th/CW
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MXS217
New

Dry Clutch

Nissan Urvan
4 cyl H20, H20S, Z24 Petrol

190mm 11mm 110mm 82mm 28mm 8mm

12 Volt 0.9 kW 8Th/CW

MXS218
New

Dry Clutch

Mitsubishi Pajero, Triton
4 cyl 4D56, 4D55 

242mm M10 x 1.25mm 105mm 77mm 32mm 10mm

12 Volt 2 kW 10Th/CW

RXS220
Remanufactured

Dry Clutch

Mazda 808, 929
4 cyl PC, TC, VC Petrol

225mm 11mm 105mm 74mm 29mm 20mm

12 Volt 0.7 kW 9Th/CW

MXS221
New

Dry Clutch

Ford / Mazda Applications
4 cyl R2, RF Diesel

230mm M10  / 13mm 130 x 89 x 82mm 88mm 32mm 6mm

DXS440

12 Volt 2.2 kW 10Th/CW

RXS222
Remanufactured

11Th unit interchangeable
Dry Clutch

Nissan Cabstar, Urvan, Vanette, 720
4 cyl Z18, Z18E, Z18E-T, Z20, Z20S, Z24 Petrol

220mm 11mm 110mm 82mm 29mm 6.5mm

MXS315

12 Volt 1.2 kW 9Th/CW
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MXS225
New

Dry Clutch

Mitsubishi Canter / Fuso Applications
4 cyl 4D30, 4D31, 4DR5, Diesel

239mm 13mm 145mm 60mm 36mm 16mm

24 Volt 3.2 kW 9Th/CW

MXS227
New

Dry Clutch

Ford / Mazda Applications
4 cyl BP, B6, F2, FS Petrol

207mm M10 / 12mm 110 x 80 x 80mm 74mm 32mm 15mm

12 Volt 1.4 kW 10Th/CW

MXS228
New

(Manual Transmission)
Dry Clutch
For Automatic Transmission use MXS275
Check ‘Pinion at Rest’

Mitsubishi, Hyundai Applications
4 cyl 4G63, 4G63B, 4G61, G63B-T Petrol

207mm M10 x 1.25mm 105mm 77mm 28mm 16mm

12 Volt 1.2 kW 8Th/CW

MXS229
New

Dry Clutch

Mitsubishi / Hyundai Applications
6 cyl 6G72 Petrol, G6AT

207mm M10 x 1.25mm 98mm 73mm 27mm 17mm

12 Volt 1.2 kW 8Th/CW

MXS231
New

Supercedes 11Th Unit
Dry Clutch

Mitsubishi / Fuso Applications
6 cyl 6D20, 6D22, 6D22 Turbo Diesel

367mm 13mm 149mm 100mm 56mm 68mm

12 Volt 5.5 kW 13Th/CW
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MXS232
New

Will replace 11Th, 12Th & 14Th units
Dry Clutch
May be supplied as 14Th
Refer to Technical Information section

Ford / Mazda Applications
4 cyl SL Diesel

230mm 13mm 145 x 112 x 108mm 100mm 34mm 49mm

12 Volt 2.7 kW 11Th/CCW

MXS233
New

Dry Clutch

Forklift Applications
S4S, 4DQ

250mm 11.5mm 116mm 82mm 38mm 22mm

12 Volt 2.2 kW 10Th/CW

MXS234
New

Dry Clutch

Forklift FD25, FD30
S4E

250mm 12mm 105mm 82mm 42mm 22mm

12 Volt 3.2 kW 11Th/CW

MXS236
New

Dry Clutch

Jeep Cherokee
4.0L MX

207mm 10mm 135mm 82mm 27mm 5mm

280-4232

12 Volt 1.2 kW 10Th/CW

MXS237
New

Dry Clutch

Mazda Applications, 929, MPV
6 cyl JE, JED, JE-JZ, Petrol

255mm M10 108 x 68 x 66mm 67mm 37mm 16mm

12 Volt 1.7 kW 12Th/CW
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RXS239
Remanufactured

Dry Clutch

Ford Corsair UA
CA20E

189mm M10 x 1.25mm 110mm 82mm 30mm 3.5mm

MXS352

12 Volt 0.9 kW 10Th/CW

MXS240
New

Dry Clutch

Nissan Pintara / Ford Corsair
KA24E

220mm M10 110 x 105 x 29mm 70mm 28mm 27mm

12 Volt 1.4 kW 8Th/CW

MXS242
New

Auto Transmission
Dry Clutch

Mazda Astina V6, Eunos 500
KF

260mm 11mm 134mm 95mm 57mm 0mm

RXS242

12 Volt 1.6 kW 20Th/CCW

RXS242
Remanufactured

Auto Transmission
Dry Clutch

Mazda Astina V6, Eunos 500
KF

260mm 11mm 134mm 95mm 57mm 0mm

MXS242

12 Volt 1.6 kW 20Th/CCW

MXS244
New

Dry Clutch

Mitsubishi Applications
4M40

235mm M10 x 1.25mm 114mm 77mm 33mm 9mm

12 Volt 2.2 kW 10Th/CW
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MXS246
New

Dry Clutch

Nissan Applications
GA16DE

205mm 10mm / M10 105mm 70mm 28mm 11mm

12 Volt 1.2 kW 8Th/CW

MXS250
New

Dry Clutch

Ford / Mazda Applications
B3 Petrol

189mm 11mm 115mm 70mm 28mm 21mm

12 Volt 0.9 kW 8Th/CCW

MXS251
New

Dry Clutch

Mitsubishi / Fuso Applications
6D11, 6D14, 6D15 Diesel

290mm 12mm 153mm 110mm 41mm 66mm

MXS9606

24 Volt 4.5 kW 11Th/CW

RXS252
Remanufactured

Dry Clutch

Nissan / Komatsu Forklifts
H20

230mm 11mm 110mm 82mm 34mm 7mm

12 Volt 1.4 kW 11Th/CW

MXS253
New

Will replace 8Th original
Dry Clutch

Suzuki Applications
G16B

208mm 9.2mm 105mm 66mm 28mm 4mm

12 Volt 1.7 kW 9Th/CW
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Pinion  
Dia.

Pinion at 
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Overall 
Length

MXS254
New

Dry Clutch

Hyundai / Mitsubishi Applications
G6AT, 6G72 Petrol

207mm M10 98mm 73mm 28mm 9mm

12 Volt 1.4 kW 8Th/CW

MXS255
New

Dry Clutch

Mitsubishi Canter
4D33 Diesel

258mm 13 / M10 145 x 100 x 80mm 60mm 35mm 17mm

24 Volt 3.7 kW 9Th/CW

MXS256
New

Dry Clutch

Mazda E4100
6 cyl ZB Diesel

265mm 13mm 145 x 115 x 95mm 100mm 40mm 31mm

24 Volt 5 kW 13Th/CW

MXS259
New

Dry Clutch

Mitsubishi Canter
ZB Diesel

230mm 13mm 145 x 105 x 105mm 100mm 35mm 25mm

24 Volt 3.2 kW 9Th/CW

MXS266
New

Dry Clutch

Mitsubishi FD23, 25, 28, 30 1981-1992
4DQ5, S4E

250mm 11mm 105mm 82mm 41mm 22mm

12 Volt 2 kW 11Th/CW
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Overall 
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To suit:
Engine:

Can Use:

Mounting  
Hole Dia.
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Cnt. to Cnt. 

Flange  
Dia. 
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Dia.

Pinion at 
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Overall 
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To suit:
Engine:
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Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

MXS270
New

9Th Version Interchangable
Dry Clutch

Suzuki Applications
F10A, F8A

223mm 10mm 109.5mm 66mm 30mm 19mm

12 Volt 1.2 kW 8Th/CW

MXS271
New

Dry Clutch

Ford / Mazda Applications
B3(U) Petrol

189mm M10  / 12mm 110 x 78 x 78mm 74mm 28mm 12mm

12 Volt 0.9 kW 8Th/CW

MXS272
New

Dry Clutch

Ford / Mazda Applications
G6

220mm M10 x 1.25mm 110 x 78 x 78mm 74mm 37mm 16mm

12 Volt 1.4 kW 12Th/CW

MXS273
New

Dry Clutch

Yale Forklift
HA, XA, SL, Diesel

240mm 13.5mm 145mm 100mm 50mm 30mm

12 Volt 2.7 kW 13Th/CW

MXS274
New

Will Replace 8Th
Dry Clutch
Interchangeable with 8Th unit

Yale GE Forklift
VA, FE, F2

205mm 10.5mm 106mm 74mm 28mm 20mm

12 Volt 0.8 kW 11Th/CW
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Overall 
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Mt Holes 
Cnt. to Cnt. 
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Dia. 
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Overall 
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To suit:
Engine:
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Mounting  
Hole Dia.
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Dia. 
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Dia.
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Overall 
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To suit:
Engine:
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Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

MXS275
New

(Automatic Transmission)
Dry Clutch
Check ‘Pinion at Rest’
For Manual Transmission use MXS201

Hyundai / Mitsubishi Applications
4G15

189mm M10 x 1.25mm 105mm 77mm 28mm 9mm

MXS285

12 Volt 0.9 kW 8Th/CW

MXS276
New

Manual Transmission
Dry Clutch

Mazda MX6 & Astina
KF, K8 

230mm 11mm 100 x 82 x 88mm 72mm 39mm 45mm

12 Volt 1.4 kW 12Th/CCW

MXS283
New

Dry Clutch

Nissan 3300, 3500
ED33, FD35T, FD35

240mm 13mm 138 x 98 x 82mm 105mm 38mm 11mm

24 Volt 3.2 kW 10Th/CW

MXS285
New

(Automatic Transmission)
Dry Clutch
Check ‘Pinion at Rest’
Manual Applications use MXS228

Hyundai Sonata 2.0L & 2.4L, Lantra
G4CN & G4CP 

207mm M10 x 1.25mm 105mm 77mm 28mm 9mm

12 Volt 1.2 kW 8Th/CW

MXS286
New

Can interchange with 11Th unit
Dry Clutch

Mitsubishi / Nissan Forklifts
FG20, MKII, MKIII, H30, Z24, H30

200mm 12mm 110mm 82mm 29mm 8.2mm

MXS315

12 Volt 1.2 kW 9Th/CW
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Dia.
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Overall 
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To suit:
Engine:
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Mounting  
Hole Dia.
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Flange  
Dia. 
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Dia.
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Overall 
Length
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Mounting  
Hole Dia.
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Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

MXS288
New

Dry Clutch

Mazda Capella 2.0L, 121 2.0L, Early 626
EJ202, EJ205, EJ254

230mm M10 105mm 73.9mm 28mm 21mm

12 Volt 0.8 kW 8Th/CW

MXS290
New

(Manual Transmission)
Dry Clutch

Subaru Liberty, Impreza
EJ16, EJ22

210mm 11mm 120mm 65mm 28mm 49mm

DXS546

12 Volt 1.4 kW 8Th/CCW

MXS291
New

(Automatic Transmission)
Dry Clutch

Subaru Forester SF5 19198
EJ202, EJ205, EJ254

230mm 11mm 120mm 82mm 29mm 32mm

DXS547

12 Volt 1.4 kW 9Th/CCW

MXS294
New

Dry Clutch

Mitsubishi Forklift 1986-1990
4G54

225mm 11mm 105mm 77mm 34mm 34mm

RXS294

12 Volt 1.2 kW 11Th/CW

MXS295
New

Dry Clutch

Nissan Pulsar Turbo 1988
CA18DE

208mm M10 / 11mm 110mm 82mm 32mm 4mm

12 Volt 1.2 kW 10Th/CW
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To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

MXS296
New

Dry Clutch

Nissan / Caterpillar / Clark Forklift
FG20, FG25, FG30

207mm 11mm 105mm 77mm 31mm 18mm

RXS296

12 Volt 1.4 kW 10Th/CW

RXS296
Remanufactured

Dry Clutch

Nissan / Caterpillar / Clark Forklift
FG20, FG25, FG30

210mm 11mm 105mm 77mm 32mm 17.5mm

MXS296

12 Volt 1.2 kW 10Th/CW

MXS297
New

Dry Clutch

Mitsubishi Galant HJ 1996 >, FTO 2000
V6, 6A12, 6A13

197mm 11 / M10 x 1.25mm 97mm 71mm 28mm 10mm

12 Volt 1 kW 8Th/CW

RXS298
Remanufactured

Dry Clutch

Nissan Vanette, 200SX
SR20DE

199mm M10 x 1.25mm 105mm 82mm 29mm 3mm

12 Volt 1.2 kW 8Th/CW

MXS299
New

Dry Clutch

Mazda 3, SP23 2004-2009
2.3L 4 cyl

215mm 11mm 97mm 65mm 34mm 5mm

280-4230

12 Volt 1.0 kW 11Th/CW
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To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

MXS300
New

Dry Clutch

Bobcat / Volvo Penta Applications

214mm 12mm 110mm 74mm 34mm 21mm

12 Volt 1.4 kW 11Th/CW

MXS307
New

Dry Clutch

Rover all V8’s
3.5L to 4.6L

215mm 11mm 119mm 73mm 26mm 39mm

0001109040

12 Volt 1.4 kW 9Th/CW

MXS309
New

Dry Clutch

Ford F150 Ambulance, F250, F350
7.3L V8 Diesel

287mm 11mm 127 x 90 x 90mm 89mm 37mm 33mm

12 Volt 2.5 kW 12Th/CW

MXS310
New

Dry Clutch

Perkins Applications
3 cyl 104-19, 3-77, 3-81

250mm 12mm 110mm 74mm 38mm 21mm

12 Volt 2 kW 13Th/CW

MXS311
New

Dry Clutch

Nissan Pathfinder 1995-2004
V6, VG33E

193mm M10 110mm 82mm 29mm 16mm

280-4135

12 Volt 1.4 kW 9Th/CW

352 www.ashdown-ingram.com.au  //  www.ashdown-ingram.co.nz

To
 s

ui
t M

its
ub

is
hi

Starter Motors

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

MXS312
New

Dry Clutch

Nissan Pulsar N15 1995 >
GA16DE, SR20DE

221mm 11mm 108mm 70mm 28mm 40mm

12 Volt 1.2 kW 8Th/CCW

MXS313
New

Dry Clutch

Mazda Astina 1994-2000
BPD

194mm 10mm 110 x 78 x 78mm 74mm 28mm 14mm

MXS213

12 Volt 1 kW 8Th/CW

MXS314
New

Dry Clutch

Nissan Navara D40 2008 >
2.4L Diesel

265mm M10 108mm 70mm 45mm 30mm

12 Volt 12Th/CCW

MXS315
New

Dry Clutch
Interchangeable with 11Th unit

Nissan Foklift, Ute
2.4L Z24, KA24

200mm 11.5mm 110mm 82mm 29mm 7mm

MXS286

12 Volt 1.2 kW 9Th/CW

MXS320
New

Dry Clutch

Mitsubishi FH100, FK330 / Kebelco / 
Kato excavator, HD550 6D31, 6D31-1AT

249mm 13mm 144mm 100mm 40mm 21mm

24 Volt 4.5 kW 11Th/CW

To suit M
itsubishi

Starter Motors
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To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

MXS322
New

(Manual Transmission)
Dry Clutch
Check ‘Pinion at Rest’
For Automatic Transmission use MXS333

Hyundai Coupe, Lantra
G4GF

207mm M10 x 1.25mm 105mm 77mm 28mm 17mm

12 Volt 1.4 kW 8Th/CW

MXS323
New

Dry Clutch

Nissan Terrano
KA24E

200mm 12mm 110mm 82mm 29mm 7mm

12 Volt 1.2 kW 9Th/CW

MXS324
New

Dry Clutch

Mitsubishi Lancer CC 
1.6L Petrol 4G92, 4G93

190mm 10mm 105mm 77mm 28mm 11mm

12 Volt 0.9 kW 8Th/CW

MXS325
New

Dry Clutch

Mitsubishi Magna TE 
2.4L Petrol 4G64-S4

195mm 10mm 105mm 77mm 28mm 10mm

12 Volt 1.2 kW 8Th/CW

MXS326
New

Dry Clutch

Suzuki Vitara 1999 >
2.5L V6 H20A

204mm 10mm 100mm 66mm 28mm 4mm

280-4188

12 Volt 1.2 kW 8Th/CW
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To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

MXS327
New

Dry Clutch

Mitsubishi Forklift FD50, FD70
S4E, S6E, 4DQ

290mm 11mm 105mm 82mm 39mm 23mm

24 Volt 5 kW 10Th/CW

MXS329
New

Dry Clutch
Replaces 9Th & 12Th units

Ford Courier 2000 > / Mazda Bravo
 2.5L Diesel WL

230mm M10 137 x 95 x 75mm 81mm 32mm 17.5mm

12 Volt 2.2 kW 10Th/CW

MXS331
New

Dry Clutch

Kia Carnival
V6

222mm 11mm 132mm 57mm

12 Volt 1.4 kW 20Th/CCW

MXS332
New

Dry Clutch

Jeep Cherokee
V8

194mm M10 / 12mm 116mm 65mm 32mm 5mm

280-4155

12 Volt 1.6 kW 10Th/CW

MXS333
New

(Automatic Transmission)
Dry Clutch
Check ‘Pinion at Rest’
For Manual Transmission use MXS322

Hyundai Coupe, Elantra
1.8L, 2.0L G4GF

206mm M10 x 1.25mm 105mm 77mm 28mm 9.5mm

12 Volt 1.2 kW 8Th/CW
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355www.ashdown-ingram.com.au  //  www.ashdown-ingram.co.nz

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

MXS335
New

Dry Clutch

Kia Pregio / K2700
2.8L Diesel

252mm 13mm 141 x 115 x 90mm 88mm 35mm 44mm

12 Volt 2.2 kW 11Th/CCW

MXS341
New

Dry Clutch

Holden Commodore VE
V6

191mm 10mm 97.5 x 83mm 68mm 32mm 29.5mm

12 Volt 1.2 kW 12Th/CW

MXS352
New

Dry Clutch

Nissan 200SX 1982-1986
1.8L, 2.0L

208mm M10 110mm 82mm 32mm 4mm

12 Volt 1.2 kW 10Th/CW

MXS353
New

Dry Clutch

Nissan Altima
2.4L

207mm M10 106mm 70mm 28mm 28mm

12 Volt 1.4 kW 8Th/CW

MXS354
New

Dry Clutch

Holden Barina / Suzuki Applications 1989-2001
1.0L, 1.3L, 1.6L

189mm M8 101mm 75mm 28mm 7mm

12 Volt 1.4 kW 8Th/CW
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To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

MXS357
New

Dry Clutch

Catapillar / Clark / Mitsubishi Applications
4G52, 4G54

214mm 11mm 105mm 77mm 34mm 17mm

12 Volt 1.2 kW 11Th/CW

MXS361
New

(Automatic Transmission)
Dry Clutch

Hyundai Getz
G4EC2

168mm M10 x 1.25mm 104mm 77mm 28mm 8.5mm

12 Volt 1.2 kW 8Th/CW

MXS362
New

(Manual Transmission)
Dry Clutch

Hyundai Getz
G4EC2

192mm M10 x 1.25mm 104mm 77mm 28mm 15mm

12 Volt 1.2 kW 8Th/CW

No image
available

at this time

MXS367
New

Dry Clutch

Peugeot 307 
1.6L 4 cyl TU5JP4

207mm M8 / 9.5mm 120 x 85 x 85mm 25.5mm 6mm

12 Volt 1.2 kW 9Th/CW

No image
available

at this time

MXS368
New

Dry Clutch

Mercedes-Benz C220K
1.8L 4 cyl M271

220mm M10 105mm 82.5mm 25.8mm 25mm

12 Volt 1.2 kW 9Th/CW

To suit M
itsubishi

Starter Motors
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To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

MXS371
New

Dry Clutch

Hyundai Getz TB
1.4L 4 cyl G4EE

181mm M10 105mm 77mm 28mm 18mm

12 Volt 0.9 kW 8Th/CW

MXS374
New

Dry Clutch

Hyundai i30
2.0L 4 cyl G4GC6

M10 77mm 27mm 10mm

12 Volt 1.2 kW 8Th/CW

No image
available

at this time

MXS376
New

Dry Clutch

Mitsubishi Lancer CH
2.4L 4 cyl 4G69

77mm 10mm

12 Volt 1.4 kW 8Th/CW

MXS378
New

Dry Clutch

Subaru Liberty
2.5L Flat 4 EJ25

228mm 11mm 120mm 82mm 29mm 33mm

12 Volt 1.4 kW 9Th/CCW

MXS379
New

Dry Clutch

Nissan Micra
1.4L 4 cyl CR14

164mm M10/10mm 70mm 11.5mm

12 Volt 0.9 kW 8Th/CW
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To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

No image
available

at this time

MXS381
New

Dry Clutch

Mitsubishi Outlander ZF
2.4L 4 cyl 4G69

77mm 10mm

12 Volt 1.4 kW 8Th/CW

No image
available

at this time

MXS384
New

Dry Clutch

Nissan Tiida
1.8L 4 cylCMR18DE

70mm 19mm

12 Volt 1 kW 10Th/CW

No image
available

at this time

MXS386
New

Dry Clutch

Daewoo Leganza SX, Nubira
2.0LC20SED, CE22SED

215mm M12 / 10mm 114mm 82mm 25mm

12 Volt 1.4 kW 9Th/CW

No image
available

at this time

MXS391
New

Dry Clutch

Mitsubishi Outlander ZF
4G69 SOHC 16v MPFI 4 cyl 2.4L

77mm 10mm

12 Volt 1.4 kW 8Th/CW

No image
available

at this time

MXS394
New

Dry Clutch

Nissan Micra K12
CR14 DOHC 16v MPFI 4 cyl 1.4L

10M, 10mm 70mm 11.5mm

12 Volt 0.9 kW 8Th/CW
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To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

No image
available

at this time

MXS396
New

Dry Clutch

Mitsubishi Outlander ZF
2.4L 4 cyl 4G69

77mm 10mm

12 Volt 1.4 kW 8Th/CW

No image
available

at this time

MXS397
New

Dry Clutch

Mitsubishi Outlander ZG
2.4L 4 cyl 4B12

12 Volt 1.4 kW 8Th/CW

MXS427
New

Dry Clutch

Subaru Leone
4 cyl EA71, EA82 Petrol

210mm 11mm 120mm 82mm 29mm 32mm

12 Volt 1 kW 9Th/CCW

No image
available

at this time

MXS399
New

Dry Clutch

Mazda 3, 6, CX7
2.3L

208mm 13mm 97mm 34.5mm 12mm

280-4231

12 Volt 1.4 kW 11Th/CW

MXS2003
New

Dry Clutch

Nissan Maxima, Murano
3.5L

10mm 92mm 75mm 40mm 51mm

280-4237

12 Volt 1.7 kW 13Th/CCW
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To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

To suit:
Engine:

Can Use:

Mounting  
Hole Dia.

Mt Holes 
Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
Dia.

Pinion at 
Rest

Overall 
Length

MXS2004
New

Dry Clutch

Ford Falcon FG
6 cyl

192mm 9mm 134mm 103mm 34mm 14mm

12 Volt 1.4kW 13Th/CW

MXS2005
New

Dry Clutch

Mazda CX7 ER
MZR

208mm 10mm 98mm 68mm 24mm

12 Volt 1.4kW 11Th/CW

MXS9601
New

Dry Clutch

Mistubishi Fuso FU5, FU313, FV419
V8, 8DC8, 8DC10

390mm 13mm 136 x 118 x 118mm 100mm 56mm 59mm

24 Volt 6 kW 13Th/CW

MXS9603
New

Dry Clutch

Kobelco SK400-III / Mitsubishi Various
6 cyl Diesel, 6D22CT

330mm M14mm 149 x 133 x 108mm 100mm 56mm 70mm

24 Volt 6 kW 13Th/CW

MXS9604
New

Dry Clutch

Mitsubishi Canter
4DR7

245mm 11mm 131mm 60mm 35mm 20mm

12 Volt 2 kW 9Th/CW

To suit M
itsubishi

Starter Motors
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Cnt. to Cnt. 

Flange  
Dia. 

Pinion  
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Overall 
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MXS9606
New

Dry Clutch

Mitsubishi / Fuso FK, FM, Various
6D10, 6D15

290mm M12mm 152mm 110mm 40mm 66mm

MXS251

24 Volt 4.5 kW 11Th/CW

MXS9607
New

Dry Clutch

Volvo FH12, FM12 2001-2003
12L D12

420mm 14mm 126 x 126 x 126mm 92mm 46mm 51mm

24 Volt 5.5kW 12Th/CW


